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RKP115/117/119 SERIES
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minimum rack space, maximum control.
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Data Sheet (1)

LCD SPECIFICATION RKP115/117/119 SERIES 
PANEL 15’’ LCD SERIES 17’’ LCD SERIES 19’’ LCD SERIES 20” LCD SERIES

DISPLAY TYPE Active matrix TFT colour LCD Active matrix TFT colour LCD Active matrix TFT colour LCD - - - - - - -

MAX RESOLUTION 1024 x 768 XGA 1280 x 1024 SXGA 1280 x 1024 SXGA - - - - - - -

PIXEL PITCH 0.297(H) x 0.297(W) mm 0.264(H) x 0.264(W) mm 0.294(H) x 0.294(W) mm - - - - - - -

CONTRAST RATIO 300:1 500:1 700:1 - - - - - - -

BRIGHTNESS 450 cd/ m2 300 cd / m2 300 cd / m2 - - - - - - -

RESPONSE TIME Tr=5 / Tf=20 ms Tr=3 / Tf=10 ms Tr=15 / Tf=10ms - - - - - - -

DISPLAY COLOURS 16.2M 16.2M 16.7M - - - - - - -

VIEWING ANGLE (TYPICAL) 140 (Horiz.) / 115 (Vert.) 150 (Horiz.) / 135 (Vert.) 150 (Horiz.) / 135 (Vert.) - - - - - - -

OPERATING TEMP (OC) 0 to 50 0 to 50 0 to 50 - - - - - - -

STORAGE TEMP (OC) -25 to 60 -25 to 60 -25 to 60 - - - - - - -

SIZE SPECIFICATION
UNIT TYPE 15’’ UNIT 17’’ UNIT 19’’ UNIT 20” UNIT

UNIT DIMENSIONS (CM) 43.9 x 4.45 x 60 43.9 x 4.45 x 60 44.2 x 4.45 x 65 - - - - - - -

PACKAGED DIMENSIONS (CM) 73.5 x 18 x 57.5 73.5 x 18 x 57.5 78.5 x 18 x 57.5 - - - - - - -

UNIT WEIGHT (KG) 10 12 14 - - - - - - -

PACKAGED WEIGHT (KG) 18 21 23 - - - - - - -

KVM SPECIFICATION
MODEL NUMBER -801 / -S801 / -1601 / -S1601 -802 / -S802 / - 1602 / -S1602 -IP802 / -IP1602 / -IPS802 / -IPS1602 

Local Console CAT.5 Remote Console - - - - - - -

PC PORTS 8 / 16 8 / 16 N/A 8 / 16

CONSOLE PORTS 1 1 1 1

PC SELECTION On Screen Disp. / Hot Keys / Push Button On Screen Display Menu / Hot Keys / Push Button On Screen Display Menu 

LED 1 Bank LED 1 Bank LED 1 Power LED Green 1 Bank LED

8/16 Online LED Green 8/16 Online LED Green 1 Status LED Red 8/16 Online LED Green

8/16 Selected LED Red 8/16 Selected LED Red - - - - - - - 8/16 Selected LED Red

OSD CONTROL Yes Yes Yes

SCAN INTERVALS 5 - 99 Seconds 5 – 99 Seconds 5 – 99 Seconds

KEYBOARD & MOUSE EM. PS/2 or USB PS/2 or USB PS/2 or USB

VGA RESOLUTION (MAX.) 1920 x 1440 1920 x 1440 1600 x 1200 Local 1600x1200, Remote 1280x1024

CAT.5 CABLE LENGTH (MAX) N/A N/A 1000 feet - - - - - - -

BANDWIDTH 200MHz 200MHz 150MHz 200MHz

CASCADE LEVEL 8 levels 8 levels 8 Levels

PC CONNECTIONS (MAX) 120/128 120/128 120/128

LOCAL CONSOLE PORTS - - - - - - - - - - - - - - - - - - - - - 1

REMOTE CONSOLE PORTS - - - - - - - - - - - - - - - - - - - - - 1

REM. CONSOLE CONNECTOR - - - - - - - - - - - - - - - - - - - - - RJ45 8P8C

SERIAL PORT - - - - - - - - - - - - - - - - - - - - - 1

REMOTE WEB BASED ACCESS - - - - - - - - - - - - - - - - - - - - - Internet, LAN/WAN, Dial Up Modem

REMOTE BROWSER SUPPORT - - - - - - - - - - - - - - - - - - - - - Microsoft IE, Netscape Navigator, Mozilla

DATA ENCRYPTED - - - - - - - - - - - - - - - - - - - - - Secure Socket layer SSL v2 / 23

POWER SUPPLY

REMOTE ADAPTER 110V-220V AC Input - 12V 5A Output

ADAPTER SIZE 10.8(L) x 6.1 (W) x 3(H) cm

CABLE LENGTH (MAINS TO ADAPTER) 182cm

CABLE LENGTH (ADAPTER TO UNIT) 180cm

SAFETY APPROVAL UL / CE

OPTIONS AVAILABLE:

AV INPUT DC INPUT TOUCHSCREEN

KEYBOARDS Supporting Layouts

‘E’ TYPE KEYBOARD ‘B’ TYPE KEYBOARD ‘D’ TYPE KEYBOARD ‘T’ TYPE KEYBOARD

Notebook With Touch Pad Mouse Notebook With Trackball Mouse Compact With Integrated Trackball Compact With Integrated Touch-pad Mouse

NOT AVAILABLE NOT AVAILABLE

NOTE: Technical Information.
All information contained in this
information sheet was correct at
the time of going to press. 
Images are used for illustration
purposes and are subject to 
change at the manufacturers
discretion. E&OE.




